
Solar Powered electric Gate oPenerS

Keypad Installation/Wiring 
(FOLLOW THESE INSTRUCTIONS ONLY)

1. Wire in receiver as per the diagram below. Ensure the wires that are not used are 
taped up so they do not touch. Please note: the power wires that attach to the 
battery terminal only have 2 wires in the strand. The wires attaching to the 
accessory terminal have 5 in a strand. The receiver installs inside the control box 
for swing gate openers or in the battery box or under the sliding motor for sliding 
gate openers. Do not install receiver exposed to the weather.

2. Do not change the code on the keypad before doing this step  . The following
coding needs to be completed within 10 seconds of starting this step. To code the 
keypad to the receiver tap the 'LEARN' button on the receiver once and the red LED
illuminates, then release the button. Do not hold down. On the keypad, enter in the
default code twice '11<' (one, one, arrow left). A long beep should be heard from 
the keypad each time you enter the code. If you hear several beeps in a row, then 
a code has not been entered properly. The red LED should flash a few times after 
the code is entered twice. Repeat this step for multiple keypads.

3. Test pairing is successful by entering in the default code once '11<' (one, one, 
arrow left). The gate should activate. If not, please check steps above.

4. Remove blue face plate from keypad and unscrew and remove the backing plate.

5. Select location for your keypad and fix the backing plate. Reattach keypad to 
backing plate. Do not install on an angle with the buttons facing upwards of any 
degree.

6. Change the operating code by following the coding instructions supplied with the 
keypad.
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